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MOLEX .062' Pin And Socket Connectors
MOLEX .062" Pin And Socket Connectors Includes: Connectors, Crimp Tool, And
Extraction Tool DESIGNER/SERVICE KITS STANDARD .062" FEMALE TERMINALS



TOOLING STANDARD .062" RECEPTACLES • UL94V-2, Nylon • Friction Lock •
Polarized Housing Assures Proper Mating • Male And Female Terminals May Be Used
In Receptacle Housings • Detent Lock Feb 14th, 2024

MT-RJ Connectors And Adapters - Molex.com
The Design Meets TIA Requirements. ... This Combination Of A Small Form Factor
Connector With The Familiar RJ-45 Latching Mechanism Ensures The MT-RJ
Connector To Be The Perfect Choice For Horizontal Cabling Needs To The Desk-top.
Products In The MT-RJ Connector Solution Family Will Include: Mar 9th, 2024

Plugs And Connectors – Connectors
MENNEKES | 39 Fi Connector AM-TOP Single Part Body, Cable Gland And Sealing,
Strain Relief And Protection Against Kinking IP 67 Std. Pack. Qty: 10 Jan 7th, 2024

RF COAXIAL CONNECTORS - TE Connectivity: Connectors ...
SMP 40 GHz 50 Ω 1.1 @ 23 GHz 1.15 @ 23–26 GHz ... F And G Series Connectors
Miniature Connector Series Ideally Suited For CATV Applications. GENERAL
APPLICATIONS • Broadband, CATV • Line Amplifiers, Multiport Taps ... RF Coaxial



Connectors Te.com ... Feb 10th, 2024

TNC Connectors - RF Coax Connectors - Tyco Electronics
29 Catalog 1307191 Dimensions Are In Millimeters Dimensions Are Shown For USA:
1-800-522-6752 South America: 55-11-2103-6000 Revised May 8th, 2024

Connectors Connectors (cont’d) Passive Components
MIL-DTL-28748 Rectangular M28748/9, 10 J-Tech MIL-DTL- 32139 Nano M32139
Cristek MIL-DTL-38999 Series I MS27466 Aero MS27467 Aero MS27468 Aero
MS27496 Aero MS27505 Aero MS27656 Aero MIL-DTL-38999 Series II MS27472 Aero
MS27473 Aero MS27474 Aer Jan 6th, 2024

SMA Connectors - RF Coax Connectors - Tyco Electronics
Material 3.3 Steel Corrosion Resistant Per ASTM-A-582 And ASTM-A-484, Type 303.
Beryllium Copper Per ASTM-B-196. PTFE Fluorocarbon Per ASTM-D-1710. Finish 3.3.1
Center Contacts Shall Be Gold Plated To A Min. Thickness Of .00127 [.00005] In
Accordance With MIL-G-45204, ASTM-B-488. All Other Metal Parts Shall Be Finished
As To Provide A Connector May 5th, 2024



CABLE CONNECTORS CABLE CONNECTORS
LC-40HD W/GLASS FILLED NYLON COVER The Glass Filled Nylon Covers Are
Designed For Extreme Heat And Impact Resistance Applications. LC-40HD Optional -
Connector Covers May Be Private Branded. Attach Holder And Cable Connector To
Whip Cable. Use Complete Cable Connector Here. Extra Lengths Mar 10th, 2024

TOOL AND DIE CROSS-REFERENCE FOR CONNECTORS
Connector Tool And Die Cross Reference General AWK/kcmil Alcoa Black-burn
Somerset T & B Kearney Burndy EEI Die Code Con-centric Round Compact Round
Connec-tor O. D. Alcoa Die Section J12A Hyd 60 Ton Hyd JB12A UT5/TB M8 Hand
12/15 Ton Hyd T&B Color “O” “WH” Die Index MD6 Hand Y35/Y39 Hyd Y46 Hyd Feb
7th, 2024

Printer Cross Reference Laser Printer Cross Reference May ...
Jun 01, 2018 · Click On The Model To Get The Product Brochure. ... Xerox R # Xerox
R # Xerox R # Xerox R # Xerox R # Xerox R # CQ 8700 14 P 5550 10 VL B400 7 VL
B615 2 VL C605 (17) WC 3655 1 ... P 4622 8. RI Feb 12th, 2024



CROSS REFERENCE FOR APRILIA & BMW CROSS-REFERENCE …
CROSS-REFERENCE CROSS-REFERENCE CROSS-REFERENCE 1208 STREET • TUCKER
ROCKY ... FRONT TIRE . REAR TIRE : CHAIN/ SIZE : FRONT SPROCKET : REAR
SPROCKET : BATTERY : NGK SPARK PLUG : Rally 50 AIR (95-04) 120/90x10 ;
120/90x10 : Belt : None : None : YB4L-B : BR7HS : RS50 Replica (99-06) 90/80x17 ...
BR9ES : Scarabeo 100 (07-08) 2.50x16 ; 2.75x16 ... Feb 13th, 2024

Dear Molex Supplier,
Dear Molex Supplier, We Are Writing To You Today To Update You On Some
Important Molex News. We Are Pleased To Announce That Molex Has Agreed To Be
Acquired By Koch Industries, One Of The World’s Largest Mar 15th, 2024

PROFIBUS DP Multi-Slave Interface - Molex
PCI Region 3 = 64Kb Of 32-bit PCI Memory Operating Temperature SST-PB3-ISA
PROFIBUS Card, ISA SST-PB3-VME-1 PROFIBUS Card, VME, 1 Channel/port Profibus®
DP Multi-Slave Network Specifications Protocol PROFIBUS® Slave DP-V0 Data Rate
All PROFIBUS Data Rates Up To 12 Mbps Belden 3079A Brad Harrison® 85-001



PVR2 Conductor With Shield, UL-listed May 7th, 2024

QUALITY CRIMPING HANDBOOK - Molex
The Application And Volume, And Range From Hand-held Devices To Fully-auto-
mated Systems. The Application Methods Include A Basic Hand Tool, A Press And
Die Set, A Stripper Crimper Or A Fully Automatic Wire Processing System. But No
Matter What Method Is Used, The Setup Of Each Tool Is Critical For Achieving A
Quality Crimp. Today, Many OEM Companies Are Using Statistical Process Control
(SPC ... Jan 11th, 2024

Molex Connected Enterprise Solutions
Fiber Optic Termination - ModLink Plug And Play Fiber Optic Solution 42 Fiber Optic
Termination - Direct Field Termination 42 Fiber Optic Termination - Direct Field
Termination: Xpress G2 OM3-LC Connector Example 43 Cleaning A Fiber Optic 45
Field Testers And Testing - Fiber Optic 48 TSB-4979 / Encircled Flux (EF) Conditions
For Multimode Fiber ... Jan 9th, 2024

DeviceNet Remote Diagnostic - Molex



User Guide DeviceNet Remote Diagnostic Iv Contents ©2007 Woodhead Software &
Electronics, Division Of Woodhead Canada Limited Document Edition: 1.0,
Document # Feb 2th, 2024

SST-PFB-SLC User’s Guide - Molex
SST-PFB-SLC User’s Guide 4 1.4 Warranty ST Guarantees That All New Products Are
Free Of Defects In Material And Workmanship When Applied In The Manner For
Which They Were Intended And According To SST’s Published Information On Proper
Installation. The Warranty Period For The Apr 7th, 2024

ENGINEERING SPECIFICATION - Molex
MIL-STD-202 Method 208 Solderability MIL-STD-883 Method 2003 Solderability MIL-
STD-883 Method 2022 Meniscograph Solderability [A Summary Comparison Of
Worldwide Solderability Specifi May 15th, 2024

PRODUCT SPECIFICATION - Molex
DC500V .(MIL-STD-202 302 B) 2 Insulation Mate Applicable Cable & Apply 500 V DC
Between Adjacent Terminal Resistance Or Ground.(MIL-STD-202 Method 302



COND.B) 1,000 MΩ MIN. Connector Ter’ Ter’ GND AC1000V 1 .(MIL-STD-202 301) 3
Dielectric Withstanding Voltage Mar 11th, 2024

Date: 17 May 2021 Based On DAkkS Rule, 71 SD 0 002 Molex ...
Fassung EN 61000-6-3:2007 + A1:2011 EN/IEC 61000-3-3 EN/IEC 61000-3-11 EN/IEC
61000-3-12 EMC Product Standards EMC* EN 50498: 2010 Electromagnetic
Compatibility (EMC) — Product Family Standard For Aftermarket Electronic
Equipment Jan 2th, 2024

Thermowells - Molex
Jan 04, 2019 · Wake Frequency Calculation ASME PTC 19.3 TW Weld X-Ray
Inspection ASME B31.3 Services Expedited Delivery Call For Availability Oxygen
Cleaning ASTM G93; CGA G-4.1 Stamping 10 Characters Maximum Full-Penetration
Weld Performed By Welders Certified To Mar 7th, 2024

Scope Molex Strategic, Key, And Transactional Suppliers ...
Continuous Improvement At Both The Supplier And At Molex. Scorecard Structure
The Global Performance Scorecard Consists Of Categories For Both Quality And



Delivery. Posted Monthly On The 8th Day Of Each Month On Molex Supplier Portal
Site O It Is The Supplier’s Responsibili Apr 2th, 2024

MX150 Sealed Connector System - Molex
Sealing: USCAR-2 Sealing Class 2 PHYSICAL Housing: Nylon 40% Glass Filled TPA:
Nylon 40% Glass Filled Wire Gauge: MX150 Terminals ISO Wire: 0.35 To 1.50mm2,
SAE Wire: 22 To 14 AWG Sumitomo 2.80mm Terminals: 1.00 To 2.50mm² Insulation
Diameter: 2.69 To 1.20mm (.106 To .047”) Operating Apr 6th, 2024

Molex Antenna Guide - Avnet
Industrial, Scientific And Medical (ISM) Antennas SERIES 105262 204287 Name
868/915 MHz ISM Standalone Antenna 433 MHz ISM Antenna Size 79.00 X 10.00mm
90.00 X 40.00mm Material Flexible Flexible Antenna Type MobliquA Technology,
Balanced Dipole-type, Balanced Cable Length 50, 100, 150, 200, 250, 300mm 50,
100, 150, 200, Apr 4th, 2024

MOLEX COPPER FLEXIBLE CIRCUIT SOLUTIONS
IPC 600/610 Certified ULV94-0 Assembly Through Hole, SMT, BGA, Press-Fit,



Mechanical Hardware Perimeter Tolerances (millimeters) Feature Steel Rule Die
Chemical Milled Die Laser Profile Hard Tool Di May 1th, 2024
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